
Cordless compact drill driver SFC 22-A

Technical data
Voltage 22 V

Battery capacity 1.6 Ah

Tool chuck type 3-jaw chuck, 1.5 - 13 mm

Max. torque hard joint 55 Nm

Max. torque (soft joint) 28 Nm

Torque range (adjustable) 2 - 10 Nm

Dimensions (LxWxH) 202 x 92 x 234 mm

Weight according to EPTA 
Procedure 01/2003

1.7 kg

Chuck functionality Keyless

A-weighted emission sound 
pressure level1)

69 dB (A)

1) according to EN 60745

Applications
Hole sawing in diameters up to 82 mm

Driving screws up to 8 mm dia. in wood

Drilling with auger and spade bits up to 26 mm dia. in wood

Driving screws up to 4.8 mm dia. in steel

Drilling in steel with bits up to 10 mm diameter

Drilling with HSS bits up to 12 mm dia. in metal

Advantages
Lightweight and compact

Ergonomically designed grip for maximum working comfort

High performance motor, delivers surprising amount of 
performance

Ultimate drilling and screwdriving with speeds up to 1,800 /min.

Perfect illumination of the work area thanks to built-in LED lamp

Very compact and rugged Hilti Lithium CPC battery for high 
performance and long life

Ordering designation Package contents
Sales pack 
quantity

Item number

 SFC 22-A Tool Body with Inserts    1x Cordl. compact drill driver SFC 22-A CE , 1x Case, 5x Bit box S-B PH2/PZD2, 
1x Twist drill bit HSS 2-8 Set

1 pc 3520548  
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Please visit our website for the latest item numbers and related products.


